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ide range of models
trong, solid and durable body structure
ong-lasting blades
ong-lasting use thanks to friction clutch system
idespread and experienced service network
vailability of spare parts
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ARMATRAC Orchard Type Rotary Tiller

® ArmaTrac orchard type hydraulic shift models provide to
the operator comfortable usage even in long hours.
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Orchard type rotary tillers has are
® Thanks to the hydraulic shift system, the driver is able equipped with the friction clutch

s . system to prevent damage to the
to command the machine inside the tractor cab if the transmission by sudden overload from
machine meets with an obstacle. the tractor. The long-lasting and safe
usage are provided with this system.
® ArmaTrac orchard type rotary tillers has are designed as

heavy duty to work at all kind of conditions.

® ArmaTrac orchard type rotary tillers model with the
sensor system is designed especially for the orchards to
tillage between trees easily.

® ArmaTrac Orchard Type Rotary Tillers' strong and
durable blades are produced with the unique design and
the rigid materials to work successfully in all kinds of soil

ArmaTrac provides 4-speed gearbox as
an optional feature to work at different

conditions and it easily shreds and mixes the soil. rotor speeds by changing the gears and
the 4-speed gearbox.
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WORKING WORKING NUMBER O POWER WEIGHT MACHINE DIMENSIONS
MODEL WIDTH DEPTH BLADE & FLANGE REQUIREMENT (KG) (WIDTH x LENGTH x HEIGHT)
(c™) (c™) (TY) (HP) (CM)
1600 FIXED 160 20 36/7 40 - 55 415 85x175x 105
1800 FIXED 180 20 42 /8 55 -65 455 85 x 200 x 105
1800 FIXED 4 GEARS 180 20 42 /8 55 -65 480 85 x 200 x 105
2100 FIXED 210 20 48 /9 65 -75 510 85 x 225 x 105
2100 FIXED 4 GEARS 210 20 48 /9 65-75 530 85 x 225 x 105
2400 FIXED 240 20 54/10 70 - 85 565 85 x 245 x 105
2400 FIXED 4 GEARS 240 20 54/10 70 - 85 575 85 x 245 x 105
1800 MECHANICAL SHIFT 180 20 42 /8 55 -65 480 117 x 200 x 105
2100 MECHANICAL SHIFT 210 20 48 /9 65-75 515 117 x 225 x 105
1800 HYDRAULIC SHIFT 180 20 42 /8 55 -65 620 120 x 200 x 120
1800 HYDRAULIC SHIFT 4 GEARS 180 20 42 /8 55 - 65 630 120 x 200 x 120
2100 HYDRAULIC SHIFT 210 20 48 /9 65-75 655 120 x 225 x 120
2100 HYDRAULIC SHIFT 4 GEARS 210 20 48 /9 65 -75 665 120 x 225 x 120
2400 HYDRAULIC SHIFT 240 20 54/10 75-90 680 120 x 252 x 120
2100 SENSORY 210 20 48 /9 65 -75 725 120 x 232 x 120
OPTIONAL € ATIONS
The tailgate on Orchard Type The working depth can
\ Rotary Tillers is adjustable. easily be adjusted via hitch
= Open tailgate will allow pins. Hence, it provides
‘é larger soil clods to come out long-lasting and efficient
= and also keeps the soil less usage in different soil
=

N

inside the machine. Slide structures.




