


ARMATRAC Cultivators

® The hydraulic piston for KV9 series is optional feature. It provides
easy working depth adjustment during the tillage.

® The blade ring rollers which is standard for KV11 series has 20pcs
and 540mm diameter discs to shred clouds. The disks are mounted
on AISI 1040 45mm diameter shaft.

The bearing housing are specially
designed by ArmaTrac RD center.
By this way the working life is
longer than other standard
components in market.
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TECHNICIAL s'e
SPECIFICATIONS .

SHANK
MODEL NUMBER | posion | MEIGHT |LENGTH wioth | WARIGNE | 3G o pisTaNCE SEIGNY Requmewent WEIGHT | CAGE | BLADE | poyep
Q) (MMY | TMM) 1 TMM) ) @0 | oM (M) e | (G] | ROLLER | Roller | SYSTEM

Working 1550 2100

KVIM 9 3000 2500 ; 270 750 90 *620 Standard - Manuel
Carriage 2250 1500

Working 1500 3660 S6cm
standard

KV11iM 1 3100 3100 (46cmand 270 750 = 110 **1340 Optional Standard Manuel
Carriage 1500 3660 ogtliSTaU

Working 1550 2100

KVIH 9 3000 2500 - 270 730 30«50y standard
Carriage 2250 1500

- Hydraulic

*46 cm and 51 cm discs are optional and must be specified on the order.
*ArmaTrac has the right to change the machines without prior notice and without changing the machines sold before.

ArmaTrac Cultivator is a sail
tillage machine to make
primary tillage for deep
tillaging to eliminate the
weeds via mixing organic and
inorganic fertilizers to
improve organic level of the
sail.

The 550mm diameter cage
rollers which is standard for
KV9 series has 6pcs supporter
sheet between two sides. The
serrated lines are mounted on
AISI 1040 45mm diameter
shaft and serrated lines
thickness are 8mm to provide
long working life for heavy duty
conditions.

The digger parts has been
made from 30MnBS boron
alloy of the steel which is in
EN 10083-3: 2006 standard.
By this way it provides long
working life. Also ArmaTrac
brand cultivators overturn the
soil by it's special bended
design.




