
¬ Wide range of models
¬ Strong, solid and durable body structure,
¬ Shanks with double safety bolts
¬ Powerful three-point connection system
¬ Hydraulic adjustable roller option
¬ Low fuel consumption with side scraper blade
¬ Widespread and experienced service network
¬ Easy to find of spare parts
¬ Warranty for 2 years

twitter.com/armatrac
facebook.com/ArmaTrac/

instagram.com/armatrac_
tr.linkedin.com/company/armatrac



ArmaTrac Deep Chisels' shank and digger 
tip are designed as Light-Medium-Heavy 
according to working conditions. The 
digging tips are made of 40-50 HRC hard 
steel. Shanks of Deep Chisel models are 
designed with double safety bolts and 
equipped with side scraper blades for 
heavy and stony soil conditions.

● Working depth can be adjusted easily while driving thanks to the 
hydraulic pistons in the Deep Chisel models to saving time and labour 
force.

● It has a strong hull structure and is resistant to harsh soil 
conditions.

● Deep Chisels have an adjustable three-point linkage system with 
three different height settings.

ARMATRAC Deep-Chisel

LIGHT TYPE, FIVE-STRAND

MID TYPE,  SEVEN-STRAND

LIGHT TYPE, NINE-STRAND

MID TYPE,  FIVE-STRAND

MID TYPE,  SEVEN-STRAND

MID TYPE,  NINE-STRAND

HEAVY TYPE,  FIVE-STRAND

HEAVY TYPE,  SEVEN-STRAND

HEAVY TYPE,  NINE-STRAND

MODEL
POWER

REQUIREMENT
(HP)

IMMERSION 
DEPTH 

(CM) 

NUMBER OF
STRAND

WEIGHT
(KG)

MACHINE DIMANSIONS
(WIDTH x LENGTH x HEIGHT)

(CM)

5

7

9

5

7

9

5

7

9

35 / 45

35 / 45

35 / 45

35 / 55

35 / 55

35 / 55

35 / 65

35 / 65

35 / 65

70 / 130

100 / 160

110 / 200

110 / 150

150 / 200

190 / 240

150 / 200

190 / 250

220 / 330

1200

1500

1800

1500

1900

2250

2100

2650

3200

260 x 260 x 160

270 x 330 x 160

270 x 440 x 160

270 x 260 x 160

270 x 350 x 160

270 x 440 x 160

294 x 260 x 182

300 x 350 x 182

300 x 440 x 182

TECHNICIAL SPECIFICATIONS

*Armatrac has the right to change the machines without prior notice and without changing the machines sold before.

Deep Chisel models have spike roller to crack soil cloud which was used by integrated chisel shanks.  
Roller bearings are designed to handle in even hard conditions.

ArmaTrac Deep Chisel can be successfully used in stubble-ploughing. ArmaTrac Deep Chisels are primary 
tiller that making ready for secondary tillage by cracking the soil.


