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Armed Well, Even For The Toughest Jab.



ArmaTrac Inter Row rotary tillers
are equipped with the friction
clutch system to prevent damage
to the transmission by unexpected
overload from the tractor. The
long-lasting and safe usage are
provided with this system.

It is possible to mount full or half
module on same machine. By this
way for different requirements it is
not necessary to buy new machine.

The corner of the main profile is
designed steep to soil surface to
reduce module replacement time.

WORKING WORKING NUMBER OF POWER MACHINE DIMENSIONS

MODEL WIDTH DEPTH BLADE REQUIREMENT W(EK'E)HT (WIDTH x LENGTH x HEIGHT)
(C™M) (CM) (QTY) (HP) (CM)
3 FULL UNIT 185 10 48 60 530 116 x 225 x 122
4 FULL UNIT 255 10 64 70 655 116 x 300 x 122
5 FULL UNIT 325 10 80 80 800 116 x 350 x 122
6 FULL UNIT 395 10 96 90 900 116 x 450 x 122
5 HALF UNIT 205 10 40 60 630 116 x 300 x 122
6 HALF UNIT 250 10 48 70 770 116 x 300 x 122
7 HALF UNIT 297 10 56 70 870 116 x 350 x 122
9 HALF UNIT 387 10 72 80 990 116 x 402 x 122
3 FULL 2 HALF UNIT 308 10 64 70 745 116 x 350 x 122
4 FULL 2 HALF UNIT 378 10 80 70 852 116 x 402 x 122
5 FULL HALF UNIT 448 10 96 80 980 116 x 500 x 122
5 NARROW UNIT 164 10 40 50 600 116 x 250 x 122
6 NARROW UNIT 200 10 48 60 676 116 x 300 x 122
7 NARROW UNIT 236 10 56 70 750 116 x 300 x 122
9 NARROW UNIT 308 10 72 80 900 116 x 350 x 122

OPTIONA ATIONS

Fertilizer Tank

ArmaTrac inter row rotary tiller have optional fertilizer tank. This options
makes possible fertilizing operation in same time with tilling option. “C” Blade Form
It reduces fuel consumption and field trafic.



