
• The wide range models
• The widespread and experienced service network
• Obtainable spare parts
• Warranty for 2 years

twitter.com/armatrac
facebook.com/ArmaTrac/

instagram.com/armatrac_
tr.linkedin.com/company/armatrac



Additional towbar connection
point is added to rear
side of the machine in accordance to 
the transfer capability of the user.

● ArmaTrac brand goble disc harrows provide high efficiency, low 
fuel consuption and flexibility for the farmers with its changable 
battery angles, hydraulic working and carrige position selections and  
adjustable drawbar.

● It is possible to change the working angle of 2 disc batteries with 
hydraulic system. The batteries turn opposite side of each other. It is 
possible to change working angle up to 40°. During the working 
period, blocks any stress on hydraulic system by mechanical locking
mechanism.

It is possible to change angle and 
center points of the towbar to provide 
flexible using for different kinds of soil.

ARMATRAC Goble Disc Harrows

The shafts of the discs are made of “surface hardened steel” 
whose has a hardness of 44 HRC. With surface hardening 
operation, the mechanical resistance is increased.
Since the hardeningis only on the surface, the part is still flexible.

With the special bearing housing which is designed by 
ArmaTrac RD Center, the bearing covers lack any liquid 
lubricants, therefore there is no need to make any 
maintenance.

MODEL DISC
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POWER
REQUIREMENT

(HP) WEIGHT

TECHNICIAL 
SPECIFICATIONS

DH 20G

DH 24G

DH 28G

20

20

20

Working
position
Carriage
position
Working
position
Carriage
position
Working
position
Carriage
position

1240
mm

1460
mm

1240
mm

1460
mm

1240
mm

1460
mm

5200
mm

5200
mm

5200
mm

5200
mm

5200
mm

5200
mm

2520
mm

2680
mm

2950
mm

3150
mm

3360
mm

3570
mm

2150
mm.

-

2590
mm.

-

3000
mm.

-

56 cm

56 cm

56 cm

11,5 cm

11,5 cm

11,5 cm

65 cm

65 cm

65 cm

90

110

130

1800 kg.

1945 kg.

2200 kg

*ArmaTrac has the right to change the machines without prior notice and without changing the machines sold before.


